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Flexural Strength 72 N/mm2 ASTM D790
Impact Strength 38KJ/M2 ISO-179

Heat Deflection Temperature 82oC ISO 306

Bed Surface PEI Textured

Vicat Softening Temperature 102oC ISO 306

Cooling 0% %

*** Recommended Enclosed Chamber***

Print Settings

1st Layer Temp 250-260   oC
Printing Temp 240-275   oC

Thermal Properties

Flexural Modulus 2248 N/mm2 ISO-527

V1.0

Speed 30-150  mm/s

TDS ABS
07/11/2024

Bed Temp 100-110   oC

Tensile Strength 45MPA ISO-527
24% ISO-527Elongation at Break

1000gm

Mechanical Properties (Printed) Typical Value Test Method

* Dry Filament before use - 55/60oC 8hrs

                LynX ABS+ filament is a versatile thermoplastic known for its excellent mechanical strength, impact resistance, and ease of post-
processing, making it ideal for both prototyping and end-use parts. Its balanced properties of toughness and rigidity make it a preferred 
choice for engineering and industrial applications.

Technical Data Sheet
3D Printing Filament

ABS+

Physical Properties Typical Value Test Method

Density 1.05 g/cm3 ASTM D792
Dia Tolerance +/-0.05
Weight


