
Bed Surface - -

Printing Temp 210-245   oC
Bed Temp 60-65      oC

Melting Temperature   150 oC +/-5 ISO 306

Print Setings

1st Layer Temp

Issue Date: 13/11/2024
Release Version: V2.2

Cooling
Volumetric Speed

Document: TDS PLA+

50-100% %

Speed 40-200 mm/s
MAX 16 mm3/sec

215-245   oC

Impact Strength 12.4 KJ/M2 ISO-179

Thermal Properties

Heat Deflection Temperature  53.4oC ISO 306

Flexural Strength 91.1 N/mm2 ASTM D790

ISO-527
Elongation at Break 5.3% ISO-527
Flexural Modulus 1824 N/mm2 ISO-527

Density 1.2-1.22 g/cm3 ASTM D792

LynX PLA+ is a revamped formulated high performance industrial grade PLA compound 
specialised for FDM technology featuring enhanced mechanical properties, toughness and printability.

LynX PLA+ features more than 25 different colors

Technical Data Sheet
3D Printing Filament

Material: PLA +

Description:

Physical Properties Typical Value Test Method

Dia Tolerance +/-0.05
Weight 1000gm

Mechanical Properties (Printed) Typical Value Test Method

Tensile Strength 61MPA


